OFFICES:

ZARAGOZA
BADAJOZ

COLLECTOR EFFICIENCY EN-12975*, NPS-31609

EFFICIENCY p 0,774
HEAT LOST COEFFICIENT - k1 3,500
HEAT LOST COEFFICIENT - k2 0,024

* Aperture Area, 2,06 m?

ABSORBER

ABSORBER TYPE Tube grid / Aluminium

ABSORBER SURFACE 2,07 m2

SOLAR ABSORTANCE 95% = 2%

EMITTANCE 5% + 2%

FLUID CONTENT 1,34 litros ' “Netm C €

MAXIMUM OPERATING PRESSUREQ 8 Kg/om? scener
TYPE Tempered glass

THICKNESS 3,2mm = 0,2 mm

Fe < 0,03%

COVER SOLAR TRANSMITTANCE 91%

INSULATION LATERAL BACK

TYPE Melamine Minaral wool

THICKNESS 6 mm 30 mm

MORE SPECIFICATIONS

MAXIMUM STAGNATION TEMPERATURE 30°C temp. and 1.000W/m?2 (study conditions) 187,4 °C

BACK Polyester reinforced with fiberglass

MAXIMUM NUMBER OF COLLECTOR IN BATTERY 5

COLLECTOR DISTANCE 75-80 mm

FLOW RANGE 50-150 I/h

NUMBER COLLECTOR/PALET 12 5

INDIVIDUAL PACKING Cardboard E

GUARANTEE 10 Years 2

2

DIMENSIONS AND WEIGHTS (BOX) PLUS PLUS H s

TOTAL AREA 2,29 m2 2,29 m2 %

LENGTH 2.040 mm 1.120 mm e

WIDTH 1.120 mm 2.040 mm s

HEIGHT 105 mm 105 mm s

WEIGHT 44,2 Ky 44,2 Ky §

FACTORY BUSINESS ADDRESS
El Navazo - Ctra. de Candelario, Km. 1,8 Playa de las Américas, 2 Edif. Codesa 2
37700 Béjar - SALAMANCA (Spain) Ctra. La Coruna (Salida Las Matas) - 28230 Las Rozas - MADRID (Spain)
Tel.:+34 923 400 400 - Fax: +34 923 400 154 Tel.: +34 916 305 893 - Fax: +34 9165 301 071

info@grupounisolar.com - www.grupounisolar.com - www.soliker.com comercial@grupounisolar.com
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